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SRS ECO-160 Series

Features:

"2x4” Footprint

160 watt power factor corrected
90% efficiency

Medically approved

Universal Input

Protection: Short
Circuit/Overload/Over Voltage
3 Years Warranty
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OutputRating | V1 | pirFiow | Flow | (Ripple) | Y2 | AirFlow | Flow | (Ripple)
ECO-100-1005 5V 14A 20A 50mV_ |12V 0.5A 1A 240mv
EC0O-160-1012 12V 8.3A 13.3A 120mV_ |12V 0.5A 1A 240mv
ECO-160-1024 24V 4.2A 6.66A 240mV |12V 0.5A 1A 240mv
ECO-160-1048 48V 2.1A 3.33A 480mvV |12V 0.5A 1A 240mv
Input Requirements
AC Input Voltage 90-264 VAC
DC Input Voltage 170-370VDC
Input Frequency 50/60Hz
Input current 2.5A 90 VAC
Inrush current No Damage to components, 230VAC Cold Start
Efficiency 90% Full Load
Power factor 0.98%
Output
Requirements
Voltage Range 5-48 VDC See Model Number Table
Set-point
Accuracy 1% Main Output (V1)
Adjustment
Range 5% Main Output (V1)
Line Regulation 0.10% 90VAC-264VAC
V2 is the auxiliary output, measured with 50% load on unmeasured
Load Regulation |[1(V1) 15(V2) % output

Cross Regulation

V2 is the auxiliary output, measured from 0 to 100% load on non-

1(V1) 15(V2) % measured output, 50% load on measured output
Ripple & Noise 1(V1)% 20MHz bandwidth
Transient
Response 10% 50%load charge, recover to reg, Band within Imsec
Startup Delay 1sec
Holdup Time 16msec 90VAC, 160W Load
Minimum Load 0A

Temperature Drift] 0.25mV/C

Safety Aprovals / Standards

EN60950, IEC60950, UL/c-UL60950, EN60601-1, IEC60601, UL/Cul 60601-1
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